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COMPANY PROFILE
 

 

 

 

 

(ENG) NARDI COMPRESSORI is an Italian company that has focused on the design and manufacture of piston compressors and boosters 

since its very beginning.          The logo shows the two surname initials of the company founders: Nardi and Ghiotto. Over the years, 

the company has experienced exponential growth in the compressed air sector, which has led to the opening of two branches, located 

in Dubai (UAE) and Miami (USA). Today NARDI counts over 50 employees and collaborators and is appreciated in more than a hundred 

countries around the world thanks to its extensive distribution network. The flagship of this manufacturing company is the ability to 

study, design and project their products in-house, thanks to the technical expertise of CEO, Mr. Marco Ghiotto, and his technical staff. 

Production is entirely carried out in Italy, at the production facility in Montecchio Maggiore, and each unit is fully tested before being 

placed on the market, making the NARDI brand synonymous with quality. This commitment is proven by being UNI EN ISO 9001:2015 

certified by TÜV.  NARDI offers a wide and heterogeneous range of compressors, with models covering working pressures from 8 up 

to 500 bar, boasting a production of over 60,000 units per year. 

(ITA) NARDI COMPRESSORI è una realtà italiana focalizzata sin dalla sua nascita, sulla progettazione e produzione di compressori e 

booster a pistoni.          Lƭ ƭƻƎƻ ǊƛƳŀƴŘŀ ŀƭƭŜ ƛƴƛȊƛŀƭƛ ŘŜƛ ŎƻƎƴƻƳƛ ŘŜƛ ŦƻƴŘŀǘƻǊƛ ŘŜƭƭΩŀȊƛŜƴŘŀΥ bŀǊŘƛ Ŝ DƘƛƻǘǘƻΦ bŜƎƭƛ ŀƴƴƛ ƭΩŀȊƛŜƴŘŀ Ƙŀ 

Ǿƛǎǎǳǘƻ ǳƴŀ ŎǊŜǎŎƛǘŀ ŜǎǇƻƴŜƴȊƛŀƭŜ ƴŜƭ ǎŜǘǘƻǊŜ ŘŜƭƭΩŀǊƛŀ ŎƻƳǇǊŜǎǎŀΣ ŎƘŜ Ƙŀ ǇŜǊƳŜǎǎƻ ƭΩŀǇŜǊǘǳǊŀ Řƛ ŘǳŜ ŦƛƭƛŀƭƛΣ ǎƛǘŜ ŀ 5ǳōŀƛ Ŝ Miami. Ad 

oggi conta oltre 50 dipendenti e collaboratori ed è apprezzata in più di cento 

Paesi in tutto il mondo grazie alla sua vasta rete di distribuzione. Il fiore 

ŀƭƭΩƻŎŎƘƛŜƭƭƻ Řƛ ǉǳŜǎǘŀ ŀȊƛŜƴŘŀ ƳŀƴƛŦŀǘǘǳǊƛŜǊŀ ŝ ƭŀ 

capacità di riuscire a studiare, disegnare e 

progettare i propri prodotti internamente, grazie 

alla preparazione tecnica del CEO, il Sig. Marco 

Ghiotto, e del suo staff tecnico. La produzione è 

totalmente realizzata in Italia, presso lo 

stabilimento di Montecchio maggiore, ed ogni 

unità viene completamente testata prima di 

essere immessa nel mercato, rendendo il 

marchio NARDI sinonimo di qualità. Tale 

impegno è comprovato dal fatto di essere 

ŎŜǊǘƛŦƛŎŀǘŀ ¦bL 9b L{h фллмΥнлмр ŘŀƭƭΩŜƴǘŜ ¢«±Φ 

NARDI offre una gamma vasta ed eterogenea di 

prodotti, con modelli che coprono pressioni di 

lavoro dagli 8 fino ai 500 bar, vantando una 

ǇǊƻŘǳȊƛƻƴŜ Řƛ ƻƭǘǊŜ слΦллл ǳƴƛǘŁ ƭΩanno. 
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MEDICALCOMPRESSOR

 

 

(ENG) The NARDI COMPRESSORI MEDICAL full range is designed and developed by 

expert technicians specifically for the dental and medical industry. The air tanks of 

this whole compressor line are painted internally with corrosion inhibiting epoxy 

electrostatic powder and the compressors are equipped with dryers that absorb 

humidity and produce a moisture-free and clean air quality. NARDI also avails of 

antibacterial filters to meet international standards required by the niche markets 

we cater for. The materials and components used to manifacture these modern, 

strong and silent compressors guarantee great performance and reliability and they 

are all certified as CLASS IIA MEDICAL devices and recognised by the Italian Ministry 

of Health. 

 

 

 
  
 

(ITA) La linea MEDICAL di NARDI COMPRESSORI è una gamma progettata e studiata appositamente per soddisfare gli 

standard richiesti dal settore dentale e medicale, offrendo compressori moderni e resistenti adatti ad essere utilizzati 

ŀƭƭΩƛƴǘŜǊƴƻ Řƛ ƭŀōƻǊŀǘƻǊƛ ƻŘƻƴǘƻǘŜŎƴƛŎƛΣ ŎƭƛƴƛŎƘŜ Ŝ ǎǘǳŘƛ ŘŜƴǘƛǎǘƛŎƛΦ [ŀ ǇŀǊǘƛŎƻƭŀǊƛǘŁ Řƛ ǉǳŜsti modelli, disponibili con diversi 

motori e telai, sta nel serbatoio, che viene sottoposto ad una verniciatura speciale che ne evita la corrosione interna nel 

tempo, oltre alla possibilità di installare accessori come essiccatori ad assorbimento o filtri antibatterici. Tutti i modelli della 

linea MEDICAL sono certificati CLASSE IIA e registrati come dispositivi medici presso il Ministero della Salute. 
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ESPRIT2V 25 Liters
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Compressor Model                                 Tank Dryer Cylinders Air Intake Air delivery   Pressure Power Phase Revolution Noise Weight Dimensions 

Modello Compressore Serb. Essicat. Cilindri Aria Aspirata Aria resa  Pressione Motore Fase Giri Rumore Peso Dimensioni 

Type Liters Complete N° l/min. - C.F.M. l/min. - C.F.M. Bar ς Psi HP - kW Tipe Rpm dB Kg - Lbs cm (LxWxH) 

ESPRIT 2V 60/4 25L  25 X 2 105 ς 3,7 
40 ς 1,4 (5 BAR) 
20 ς 0,7 (8 BAR) 

8 ς 114   0,75 ς 0,5 Single 1400 52  23 ς 51 41 x 45 x 52 

ESPRIT 2V 60/2 25L  25 X 2 210 ς 7,4 
75 ς 2,6 (5 BAR) 
50 ς 1,8 (8 BAR) 8 ς 114   0,75 ς 0,5 Single 2800 62  23 ς 51 41 x 45 x 52 

 

With automatic thermal protection 

Con protezione termica automatica  

 Page 04    MADE IN ITALY BY NARDI COMPRESSORI 

Dental unit Pneumatic 

Electric-Pneumatic 
 

Electric  

ESPRIT 60/4  1 X X 

ESPRIT 60/2  1 X  X 

Packing

Imballo

Weight with box (ESPRIT 60)  :  26 Kg  -  57,3 Lbs

Box dimensions cm :  49 x 49 x 72 (0,017m3)

Quantity per PALLET (110x110)  :  8 pc.
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EXTREME 2D25Liters
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
 

 

 

 

 

Compressor Model                                 Tank Dryer Cylinders Air Intake Air delivery   Pressure Power Phase Noise Weight Dimensions 

Modello Compressore Serb. Essicat. Cilindri Aria Aspirata Aria resa  Pressione Motore Fase Rumore Peso Dimensioni 

Type Liters Complete N° l/min. - C.F.M. l/min. - C.F.M. Bar ς Psi HP - kW Tipe dB Kg - Lbs cm (LxWxH) 

EXTREME 2V 25L 1,50 25 X 2 240 ς 8,5 
125 ς 4,4 (5 BAR) 
100 ς 3,5 (8 BAR) 

8 ς 114   1,50 ς 1,1 Single 72 33 ς 73 46 x 43 x 66 

EXTREME 2D 25L 1,50 25 V 2 240 ς 8,5 
125 ς 4,4 (5 BAR) 
100 ς 3,5 (8 BAR) 

8 ς 114   1,50 ς 1,1 Single 72 41 ς 90,5 58,5 x 43 x 66 

EXTREME 2V 25L 2,00 25 X 2 350 ς 12,4 
156 ς 5,5 (5 BAR) 
127 ς 4,5 (8 BAR) 

8 ς 114 2,00 ς 1,5 Single 73 35,5 ς 78 46 x 43 x 66 

EXTREME 2D 25L 2,00 25 V 2 350 ς 12,4  
156 ς 5,5 (5 BAR) 
127 ς 4,5 (8 BAR) 

8 ς 114 2,00 ς 1,5 Single 73 44 ς 97 58,5 x 43 x 66 

 

With automatic thermal protection 

Con protezione termica automatica  
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Dental unit Pneumatic 

Electric-Pneumatic 
 

Electric  

EXTREME 1,50 1 - 2 1 1 

EXTREME 2,00 2 - 3 2 1 

Packing

Imballo

Weight with box  (EXTREME 2D 1,5HP) : 

44 Kg  -  97 Lbs

Box dimensions cm :  58,5 x 57,5 x 66 (0,20m3)

Quantity  per (110x110) PALLET  :  8 pc.
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EXTREME 2D 50 Liters
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Compressor Model                           Tank Dryer Cylinders Air Intake Air delivery   Pressure Power Phase Noise Weight Dimensions  

Modello Compressore Serb. Essicat. Cilindri Aria Aspirata Aria resa  Pressione Motore Fase Rumore Peso Dimensioni 

Type Liters Complete N° l/min. - C.F.M. l/min. - C.F.M. Bar ς Psi HP - kW Tipe dB Kg - Lbs cm (LxWxH) 

EXTREME 2V 50L 1,50 50 X 2 240 ς 8,5 
125 ς 4,4 (5 BAR) 
100 ς 3,5 (8 BAR) 

8 ς 114   1,50 ς 1,1 Single 72 39,5 ς 87 46 x 43 x 83 

EXTREME 2D 50L 1,50 50 V 2 240 ς 8,5 
125 ς 4,4 (5 BAR) 
100 ς 3,5 (8 BAR) 

8 ς 114   1,50 ς 1,1 Single 72 48 ς 106 58,5 x 43 x 83 

EXTREME 2V 50L 2,00 50 X 2 350 ς 12,4 
156 ς 5,5 (5 BAR) 
127 ς 4,5 (8 BAR) 

8 ς 114   2,00 ς 1,5 Single 73 42,5 ς 94 46 x 43 x 83 

EXTREME 2D 50L 2,00 50 V  2 350 ς 12,4  
156 ς 5,5 (5 BAR) 
127 ς 4,5 (8 BAR) 

8 ς 114   2,00 ς 1,5 Single 73 51 ς 112 58,5 x 43 x 83 

EXTREME 2V 50L 2,50 50 X 4 480 ς 17,0 
240 ς 8,5 (5 BAR) 
190 ς 6,7 (8 BAR) 

8 ς 114   2,50 ς 1,84 Single 73 52 ς 115 64 x 45 x 89 

EXTREME 2D 50L 2,50 50 V 4 480 ς 17,0 
240 ς 8,5 (5 BAR) 
190 ς 6,7 (8 BAR) 

8 ς 114   2,50 ς 1,84 Single 73 60 ς 132 64 x 45 x 89 

 

With automatic thermal protection 

Con protezione termica automatica  

 Page 06    MADE IN ITALY BY NARDI COMPRESSORI 

Dental unit Pneumatic 

Electric-Pneumatic 
 

Electric  

EXTREME 1,50 CV 1 - 2 1 1 

EXTREME 2,00 CV 2 - 3 2 1 

EXTREME 2,50 CV 3 - 4 3 2 

Packing

Imballo

Weight with box  (EXTREME 2D 1,5HP) :  

51 Kg  -  112,4 Lbs

Box dimensions cm :  60 x 45 x 86 (0,23 m3)

Quantity per (110x110) PALLET  :  8 pc.
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EXTREME 2D 100 Liters
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
Compressor Model                                 Tank Dryer Cylinders Air Intake Air delivery   Pressure Power Phase Noise Weight Dimensions  

Modello Compressore Serb. Essicat. Cilindri Aria Aspirata Aria resa  Pressione Motore Fase Rumore Peso Dimensioni 

Type Liters Complete N° l/min. - C.F.M. l/min. - C.F.M. Bar ς Psi HP - kW Tipe dB Kg - Lbs cm (LxWxH) 

EXTREME 2V 100L 2,00 100 X 2 350 ς 12,4 
156 ς 5,5 (5 BAR) 
127 ς 4,5 (8 BAR) 

8 ς 114 2,00 ς 1,5 Single 73 57 ς 127 46 x 43 x 140 

EXTREME 2D 100L 2,00 100 V 2 350 ς 12,4  
156 ς 5,5 (5 BAR) 
127 ς 4,5 (8 BAR) 

8 ς 114 2,00 ς 1,5 Single 73 66 ς 145 58,5 x 43 x 140 

EXTREME 2V 100L 2,50 100 X 4 480 ς 17,0 
240 ς 8,5 (5 BAR) 
190 ς 6,7 (8 BAR) 

8 ς 114   2,50 ς 1,84 Single 73 67 ς 147 64 x 45 x 140 

EXTREME 2D 100L 2,50 100 V 4 480 ς 17,0 
240 ς 8,5 (5 BAR) 
190 ς 6,7 (8 BAR) 

8 ς 114   2,50 ς 1,84 Single 73 75 ς 165 64 x 45 x 140 

 

With automatic thermal protection 

Con protezione termica automatica  
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Dental unit Pneumatic 

Electric-Pneumatic 
 

Electric  

EXTREME 2,00  2 - 3 2 1 

EXTREME 2,50 3 - 4 3 2 

Packing

Imballo

Weight with box  (EXTREME 2D 2,0HP) : 

 Kg  70 -  154 Lbs

Box dimensions cm  :  60 x 45 x 142 (0,39 m3)

Quantity  per (110x110) PALLET  : 2 pc.
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EXTREME 3D 50 Liters
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  

 

Compressor Model                                 Tank Dryer Cylinders Air Intake Air delivery   Pressure Power Phase Noise Weight Dimensions  

Modello Compressore Serb. Essicat. Cilindri Aria Aspirata Aria resa  Pressione Motore Fase Rumore Peso Dimensioni 

Type Liters Complete N° l/min. - C.F.M. l/min. - C.F.M. Bar ς Psi HP - kW Tipe dB Kg - Lbs cm (LxWxH) 

EXTREME 3V 50L 1,50  50 X 2 240 ς 8,5 
125 ς 4,4 (5 BAR) 
100 ς 3,5 (8 BAR) 

8 ς 114   1,50 ς 1,1 Single 72 40 ς 88 84 x 31 x 68 

EXTREME 3D 50L 1,50  50 V 2 240 ς 8,5 
125 ς 4,4 (5 BAR) 
100 ς 3,5 (8 BAR) 

8 ς 114   1,50 ς 1,1 Single 72 47,5 ς 105 84 x 44 x 68 

EXTREME 3V 50L 2,00  50 X 2 350 ς 12,4 
156 ς 5,5 (5 BAR) 
127 ς 4,5 (8 BAR) 

8 ς 114 2,00 ς 1,5 Single 73 43 ς 95 84 x 31 x 68 

EXTREME 3D 50L 2,00  50 V 2 350 ς 12,4  
156 ς 5,5 (5 BAR) 
127 ς 4,5 (8 BAR) 

8 ς 114 2,00 ς 1,5 Single 73 50,5 ς 112 84 x 44 x 68 

 

With automatic thermal protection 

Con protezione termica automatica  

 Page 08    MADE IN ITALY BY NARDI COMPRESSORI 

Dental unit Pneumatic 

Electric-Pneumatic 
 

Electric  

EXTREME 1,50 1 - 2 1 1 

EXTREME 2,00 2 - 3 2 1 

Packing

Imballo

Weight with box  (EXTREME 3D 1,5HP) : 

50 Kg  -  112 Lbs

Box dimensions cm  :  88 x 48 x 72 (0,30 m3)

Quantity  per (110x110) PALLET  :  8 pc.
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EXTREME 4D90 Liters
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  

 

Compressor Model                                 Tank Dryer Cylinders Air Intake Air delivery   Pressure Power Phase Noise Weight Dimensions  

Modello Compressore Serb. Essicat. Cilindri 
Aria 

Aspirata 
Aria resa  Pressione Motore Fase Rumore Peso Dimensioni 

Type Liters Complete N° l/min. - C.F.M. l/min. - C.F.M. Bar ς Psi HP - kW Tipe dB Kg - Lbs cm (LxWxH) 

EXTREME 4V 90L 2,00  90 X 2 350 ς 12,4 
156 ς 5,5 (5 BAR) 
127 ς 4,5 (8 BAR) 

8 ς 114   2,00 ς 1,5 Single 73 67 ς 147 110 x 54 x 81 

EXTREME 4D 90L 2,00 90 V  2 350 ς 12,4 
156 ς 5,5 (5 BAR) 
127 ς 4,5 (8 BAR) 

8 ς 114   2,00 ς 1,5 Single 73 76 ς 167 110 x 59 x 81 

EXTREME 4V 90L 2,50  90 X 4 480 ς 17,0 
240 ς 8,5 (5 BAR) 
190 ς 6,7 (8 BAR) 

8 ς 114  2,50 ς 1,85 Single 73 77 ς 170 110 x 54 x 81 

EXTREME 4D 90L 2,50  90 V 4 480 ς 17,0 
240 ς 8,5 (5 BAR) 
190 ς 6,7 (8 BAR) 

8 ς 114  2,50 ς 1,85 Single 73 86 ς 189 110 x 59 x 81 

 

With automatic thermal protection 

Con protezione termica automatica  
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Dental unit Pneumatic 

Electric-Pneumatic 
 

Electric  

EXTREME 2,00 2 - 3 2 1 

EXTREME 2,50 3 - 4 3 2 

Packing

Imballo

Weight with box  (EXTREME 4D 2,5HP)  :  

96 Kg  -  211 Lbs

Box dimensions cm  :  113 x 60 x 84 (0,54m3)

Quantity per EUR PALLET  :  2 pc.
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Compressor Model                                 Tank Dryer Cylinders Air Intake Air delivery   Pressure Power Phase Noise Weight Dimensions  

Modello Compressore Serb. Essicat. Cilindri Aria Aspirata Aria resa  Pressione Motore Fase Rumore Peso Dimensioni 

Type Liters Complete N° l/min. - C.F.M. l/min. - C.F.M. Bar ς Psi HP - kW Tipe dB Kg - Lbs cm (LxWxH) 

EXTREME 2V SIL 25L 1,50 25 X 2 240 ς 8,5 
125 ς 4,4 (5 BAR) 
100 ς 3,5 (8 BAR) 

8 ς 114   1,50 ς 1,1 Single 66 38,5 ς 85 58 x 43 x 78 

EXTREME 2D SIL 25L 1,50 25 V 2 240 ς 8,5 
125 ς 4,4 (5 BAR) 
100 ς 3,5 (8 BAR) 

8 ς 114   1,50 ς 1,1 Single 66 45,5ς100 70 x 43 x 78 

EXTREME 2V SIL 25L 2,00 25 X 2 350 ς 12,4 
156 ς 5,5 (5 BAR) 
127 ς 4,5 (8 BAR) 

8 ς 114 2,00 ς 1,5 Single 67 41 ς 90 58 x 43 x 78 

EXTREME 2D SIL 25L 2,00 25 V 2 350 ς 12,4  
156 ς 5,5 (5 BAR) 
127 ς 4,5 (8 BAR) 

8 ς 114 2,00 ς 1,5 Single 67 48 ς 106 70 x 43 x 78 

 

With automatic thermal protection 

Con protezione termica automatica  

 Page 10    MADE IN ITALY BY NARDI COMPRESSORI  

Dental unit Pneumatic 

Electric-Pneumatic 
 

Electric  

EXTREME 1,50 1 - 2 1 1 

EXTREME 2,00 2 - 3 2 1 

Packing

Imballo

Weight with box  (EXTREME 2D SIL 25L 1,5HP)  :  

45,5 Kg  -  100 Lbs

Box dimensions cm  :  70 x 43 x 78 (0,23m3)

Quantity per EUR PALLET  :  4 pc.
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Compressor Model                                 Tank Dryer Cylinders Air Intake Air delivery   Pressure Power Phase Noise Weight Dimensions  

Modello Compressore Serb. Essicat. Cilindri Aria Aspirata Aria resa  Pressione Motore Fase Rumore Peso Dimensioni 

Type Liters Complete N° l/min. - C.F.M. l/min. - C.F.M. Bar ς Psi HP - kW Tipe dB Kg - Lbs cm (LxWxH) 

EXTREME 2V SIL 50L 1,50 50 X 2 240 ς 8,5 
125 ς 4,4 (5 BAR) 
100 ς 3,5 (8 BAR) 

8 ς 114   1,50 ς 1,1 Single 66 45 ς 99 58 x 43 x 98 

EXTREME 2D SIL 50L 1,50 50 V 2 240 ς 8,5 
125 ς 4,4 (5 BAR) 
100 ς 3,5 (8 BAR) 

8 ς 114   1,50 ς 1,1 Single 66 53 ς 117 70 x 43 x 98 

EXTREME 2V SIL 50L 2,00 50 X 2 350 ς 12,4 
156 ς 5,5 (5 BAR) 
127 ς 4,5 (8 BAR) 

8 ς 114   2,00 ς 1,5 Single 67 47 ς 103 58 x 43 x 98 

EXTREME 2D SIL 50L 2,00 50 V  2 350 ς 12,4  
156 ς 5,5 (5 BAR) 
127 ς 4,5 (8 BAR) 

8 ς 114   2,00 ς 1,5 Single 67 55 ς 122 70 x 43 x 98 

 

With automatic thermal protection 

Con protezione termica automatica  
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Dental unit Pneumatic 

Electric-Pneumatic 
 

Electric  

EXTREME 1,50 1 - 2 1 1 

EXTREME 2,00 2 - 3 2 1 

Packing

Imballo

Weight with box  (EXTREME 2D SIL 50L 1,5HP)  :  

48 Kg  -  106 Lbs

Box dimensions cm  :  70 x 43 x 98 (0,30m3)

Quantity per EUR PALLET  :  4 pc.
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EXTREME SD 30 Liters
 

 

 

 

 

 

 

 

 

  

 

 

 

 

 

 

 

 

 

 

 

 

Compressor Model                                 Tank Dryer Cylinders Air Intake Air delivery   Pressure Power Phase Noise Weight Dimensions  

Modello Compressore Serb. Essicat. Cilindri Aria Aspirata Aria resa  Pressione Motore Fase Rumore Peso Dimensioni 

Type Liters Complete N° l/min. - C.F.M. l/min. - C.F.M. Bar ς Psi HP - kW Tipe dB Kg - Lbs cm (LxWxH) 

EXTREME SV 30L 1,50  30 X 2 240 ς 8,5 
125 ς 4,4 (5 BAR) 
100 ς 3,5 (8 BAR) 

8 ς 114   1,50 ς 1,1 Single 61 68 ς 150 65 x 44 x 76 

EXTREME SD 30L 1,50  30 V 2 240 ς 8,5 
125 ς 4,4 (5 BAR) 
100 ς 3,5 (8 BAR) 

8 ς 114   1,50 ς 1,1 Single 61 75 ς 165 71 x 44 x 76 

EXTREME SV 30L 2,00  30 X 2 350 ς 12,4 
156 ς 5,5 (5 BAR) 
127 ς 4,5 (8 BAR) 

8 ς 114 2,00 ς 1,5 Single 62 71,5 ς 158 65 x 44 x 76 

EXTREME SD 30L 2,00  30 V 2 350 ς 12,4 
156 ς 5,5 (5 BAR) 
127 ς 4,5 (8 BAR) 

8 ς 114 2,00 ς 1,5 Single 62 78,5 ς 173 71 x 44 x 76 

 

With automatic thermal protection 

Con protezione termica automatica  

 Page 12    MADE IN ITALY BY NARDI COMPRESSORI  

Dental unit Pneumatic 

Electric-Pneumatic 
 

Electric  

EXTREME 1,50 1 - 2 1 1 

EXTREME 2,00 2 - 3 2 1 

Packing

Imballo

Weight with box  (EXTREME SD 1,5HP)  :  

78 Kg  -  172 Lbs

Box dimensions cm  :  73 x 47 x 79 (0,24m3)

Quantity per EUR PALLET  :  4 pc.
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Compressor Model                                 Tank Dryer Cylinders Air Intake Air delivery   Pressure Power Phase Noise Weight Dimensions  

Modello Compressore Serb. Essicat. Cilindri Aria Aspirata Aria resa  Pressione Motore Fase Rumore Peso Dimensioni 

Type Liters Complete N° l/min. - C.F.M. l/min. - C.F.M. Bar ς Psi HP - kW Tipe dB Kg - Lbs cm (LxWxH) 

EXTREME SV 50L 1,50  50 X 2 240 ς 8,5 
125 ς 4,4 (5 BAR) 
100 ς 3,5 (8 BAR) 

8 ς 114   1,50 ς 1,1 Single 59 83 ς 183 72 x 50 x 82 

EXTREME SD 50L 1,50  50 V 2 240 ς 8,5 
125 ς 4,4 (5 BAR) 
100 ς 3,5 (8 BAR) 

8 ς 114   1,50 ς 1,1 Single 59 90 ς 199 85 x 50 x 82 

EXTREME SV 50L 2,00  50 X 2 350 ς 12,4 
156 ς 5,5 (5 BAR) 
127 ς 4,5 (8 BAR) 

8 ς 114 2,00 ς 1,5 Single 60 86,5 ς 195 72 x 50 x 82 

EXTREME SD 50L 2,00  50 V 2 350 ς 12,4 
156 ς 5,5 (5 BAR) 
127 ς 4,5 (8 BAR) 

8 ς 114 2,00 ς 1,5 Single 60 95,5 ς 210 85 x 50 x 82 

 

With automatic thermal protection 

Con protezione termica automatica  
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Dental unit Pneumatic 

Electric-Pneumatic 
 

Electric  

EXTREME 1,50 1 - 2 1 1 

EXTREME 2,00 2 - 3 2 1 

Packing

Imballo

Weight with box  (EXTREME SD 1,5HP)  :  

90 Kg  -  199 Lbs

Box dimensions cm  :  85 x 52 x 84 (0,34m3)

Quantity per EUR PALLET  :  2 pc.
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Compressor Model                                 Tank Dryer Cylinders Air Intake Air delivery   Pressure Power Phase Noise Weight Dimensions  

Modello Compressore Serb. Essicat. Cilindri Aria Aspirata Aria resa  Pressione Motore Fase Rumore Peso Dimensioni 

Type Liters Complete N° l/min. - C.F.M. l/min. - C.F.M. Bar ς Psi HP - kW Tipe dB Kg - Lbs cm (LxWxH) 

EXTREME SV 100L 2,50  100 X 4 480 ς 17,0 
240 ς 8,5 (5 BAR) 
190 ς 6,7 (8 BAR) 

8 ς 114  2,50 ς 1,85 Single 62 154 ς 340 96 x 56 x 102 

EXTREME SD 100L 2,50  100 V 4 480 ς 17,0 
240 ς 8,5 (5 BAR) 
190 ς 6,7 (8 BAR) 

8 ς 114  2,50 ς 1,85 Single 62 161 ς 355 96 x 56 x 110 

 

With automatic thermal protection 

Con protezione termica automatica  
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Dental unit Pneumatic 

Electric-Pneumatic 
 

Electric  

EXTREME 2,50 3 - 4 3 2 

Packing

Imballo

Weight with box  (EXTREME SD 2,5HP)  :  

 161 Kg  -  355 Lbs

Box dimensions cm  :  96 x 56 x 110 (0,60 m3)

Quantity per EUR PALLET  :  1 pc.
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(ENG) This line is specifically designed to meet the 

requirements of this sector, namely huge air demands with 

a high degree of purity. For this specific application, NARDI 

COMPRESSORI has developed a special absorption dryer for 

continuous use, upgraded the size of the motor and 

improved its ventilation, in order to offer machines that can 

ensure constant 8 bar and even very intense work cycles. 

(IT) Questa linea è appositamente progettata per soddisfare le 

ŜǎƛƎŜƴȊŜ Řƛ ǉǳŜǎǘƻ ǎŜǘǘƻǊŜΣ ƻǾǾŜǊƻ ǊƛŎƘƛŜǎǘŜ ŘΩŀǊƛŀ ŜƭŜǾŀǘŜ Ŏƻƴ 

un alto grado di purezza. Per questa specifica applicazione 

NARDI COMPRESSORI ha sviluppato uno speciale essiccatore 

ad assorbimento per uso continuo, ha rivisto le dimensioni del 

motore e ne ha migliorato la ventilazione, in modo da offrire 

macchine che possano assicurare gli 8 bar costanti e cicli di 

lavoro anche molto intensi. 

 

 

 

 

 

 

 

 

With automatic thermal protection 

Con protezione termica automatica  
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Compressor Model                                 Tank Dryer Cylinders Air Intake Air delivery   Pressure Power Phase Noise Weight Dimensions  

Modello Compressore Serb. Essicat. Cilindri Aria Aspirata Aria resa  Pressione Motore Fase Rumore Peso Dimensioni 

Type Liters Complete N° l/min. - C.F.M. l/min. - C.F.M. Bar ς Psi HP - kW Tipe dB Kg - Lbs cm (LxWxH) 

EXTREME 2V 100L 3,00  100 X 4 480 ς 17,0 
240 ς 8,5 (5 BAR) 
190 ς 6,7 (8 BAR) 

10 ς 145  3,00 ς 2,20 Single 73 69 ς 152 64 x 45 x 140 

EXTREME 2D 100L 3,00  100 V 4 480 ς 17,0 
240 ς 8,5 (5 BAR) 
 190 ς 6,7 (8 BAR) 

10 ς 145  3,00 ς 2,20 Single 73 77 ς 170 74 x 45 x 140 

EXTREME 2V 100L 3,00  100 X 4 600 ς 21,2 
312 ς 11 (5 BAR) 
250 ς 8,8 (8 BAR) 

10 ς 145  3,00 ς 2,20 Three 73 69 ς 152 64 x 45 x 140 

EXTREME 2D 100L 3,00  100 V 4 600 ς 21,2 
312 ς 11 (5 BAR) 

 250 ς 8,8 (8 BAR) 
10 ς 145  3,00 ς 2,20 Three 73 77 ς 170 74 x 45 x 140 

 

With automatic thermal protection 

Con protezione termica automatica  
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Dental unit Pneumatic 

Electric-Pneumatic 
 

Electric  

EXTREME 3,00  3 - 4 3 2 

EXTREME 3,00 (3-phase) 4 - 5 4 3 

Packing

Imballo

Weight with box  (EXTREME SD 3,0HP)  :  

77 Kg  -  170 Lbs

Box dimensions cm  :  74 x 45 x 140 (0,47m3)

Quantity per EUR PALLET  :  4 pc.
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EXTREME 4D 90 Liters
 

  

  

 

 

 

  

 

 

 

 

 

 

 

 

 

 

 

 

  

 

Compressor Model                                 Tank Dryer Cylinders Air Intake Air delivery   Pressure Power Phase Noise Weight Dimensions  

Modello Compressore Serb. Essicat. Cilindri 
Aria 

Aspirata 
Aria resa  Pressione Motore Fase Rumore Peso Dimensioni 

Type Liters Complete N° l/min. - C.F.M. l/min. - C.F.M. Bar ς Psi HP - kW Tipe dB Kg - Lbs cm (LxWxH) 

EXTREME 4V 90L 3,00  90 X 4 480 ς 17,0 
240 ς 8,5 (5 BAR) 
190 ς 6,7 (8 BAR) 

10 ς 145  3,00 ς 2,20 Single 73 67 ς 147 110 x 54 x 81 

EXTREME 4D 90L 3,00  90 V 4 480 ς 17,0 
240 ς 8,5 (5 BAR) 

 190 ς 6,7 (8 BAR) 
10 ς 145  3,00 ς 2,20 Single 73 76 ς 167 110 x 59 x 81 

EXTREME 4V 90L 3,00  90 X 4 600 ς 21,2 
312 ς 11 (5 BAR) 
250 ς 8,8 (8 BAR) 

10 ς 145  3,00 ς 2,20 Three 73 77 ς 170 110 x 54 x 81 

EXTREME 4D 90L 3,00  90 V 4 600 ς 21,2 
312 ς 11 (5 BAR) 

 250 ς 8,8 (8 BAR) 
10 ς 145  3,00 ς 2,20 Three 73 86 ς 189 110 x 59 x 81 

 

With automatic thermal protection 

Con protezione termica automatica  
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Dental unit Pneumatic 

Electric-Pneumatic 
 

Electric  

EXTREME 3,00 3 - 4 3 2 

EXTREME 3,00 (3-phase) 4 - 5 4 3 

Packing

Imballo

Weight with box  (EXTREME 4D 3,0HP)  :  

98 Kg  -  211 Lbs

Box dimensions cm  :  113 x 70 x 84 (0,58m3)

Quantity per EUR PALLET  :  2 pc.
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Compressor Model                                 Tank Dryer Cylinders Air Intake Air delivery   Pressure Power Phase Noise Weight Dimensions  

Modello Compressore Serb. Essicat. Cilindri Aria Aspirata Aria resa  Pressione Motore Fase Rumore Peso Dimensioni 

Type Liters Complete N° l/min. - C.F.M. l/min. - C.F.M. Bar ς Psi HP - kW Tipe dB Kg - Lbs cm (LxWxH) 

EXTREME SV 100L 3,00  100 X 4 480 ς 17,0 
240 ς 8,5 (5 BAR) 
190 ς 6,7 (8 BAR) 

10 ς 145  3,00 ς 2,20 Single 62 155 ς 342 96 x 56 x 102 

EXTREME SD 100L 3,00  100 V 4 480 ς 17,0 
240 ς 8,5 (5 BAR) 
190 ς 6,7 (8 BAR) 

10 ς 145  3,00 ς 2,20 Single 62 167 - 369 96 x 56 x 110 

EXTREME SV 100L 3,00  100 X 4 600 ς 21,2 
312 ς 11 (5 BAR) 
250 ς 8,8 (8 BAR) 

10 ς 145  3,00 ς 2,20 Three 62 155 ς 342 96 x 56 x 102 

EXTREME SD 100L 3,00  100 V 4 600 ς 21,2 
312 ς 11 (5 BAR) 

 250 ς 8,8 (8 BAR) 
10 ς 145  3,00 ς 2,20 Three 62 167 - 369 96 x 56 x 110 

 

With automatic thermal protection 

Con protezione termica automatica  
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Dental unit Pneumatic 

Electric-Pneumatic 
 

Electric  

EXTREME 3,00 3 ς 4 3 2 

EXTREME 3,00 (3-phase) 4 ς 5 4 3 

Packing

Imballo

Weight with box  (EXTREME SD 3,0HP)  :  

167 Kg  -  368 Lbs

Box dimensions cm  :  96 x 56 x 110 (0,60 m3)

Quantity per EUR PALLET  :  1 pc.
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EFFICIENCY AND SAFETY RELIABILITY OF NARDI COMPRESSORI.

(ENG) This is an automatic electronic controller, flexible and reliable with a large 

display and touch commands in an easy-to-use modern and compact design. 

The LP CONTROL DEVICE controls up to three pump units autonomously 

depending on the air quantity requirement of the user which rules the starting 

up of a single or more pump units. Therefore, the amount of air needed would 

give the system the input to run the pump units one by one to cater for the air 

quantity needed. When a limited amount of air is needed, the LP CONTROL 
DEVICE starts a single pump unit, on rotation, this way all pump units will have 

an equal working time. If more air is needed and a single pump unit is not 

enough, then the LPCD will start the second electric motor and in case more 

power is needed to reach the pressure needed, it will also run the third electric 

motor. This kind of working sequence of the pump units is an important energy 

saver since it avoids frequent and high peaks of electrical consumption. In 

manual mode, during maintenance operations on one or more pump units, the user selects which pump unit to run and which one/s to keep 

turned off. The automatic control device memorizes the total working hours of the compressor and the working hours of every single pump 

unit and dryer installed. The motor switches have a thermal control which, in case of an electric overload, stops the motor and informs the 

automatic system of an ongoing malfunction. This will immediately start another motor this way there is no halt in the work of the user. The 

LPCD launches a message when the compressor is due for regular maintenance since the working hours of all pump units on the compressor 

are equal, and also in case any alarm activates. It is possible to collocate up to 10 LP CONTROL DEVICES, therefore a maximum of 30 pump 

units by means of an RS485 connection. This controlled system consents a better stability of the process, optimization of the compressor and 

the pumping units, maximization of the working hours, reduction of energy costs and minimum maintenance operations. Upon request, it is 

possible to add an extra module to have the LPCD send notifications to a determined email address giving real time information about the 

conditions of the compressor (IoT system). 

(ITA) Sistema di gestione elettronico automatico, flessibile ed affidabile, grande display e comoda pulsantiera, di facile utilizzo e dal design 

moderno e compatto. Il sistema di gestione LP CONTROL DEVICE comanda fino a tre gruppi pompanti in maniera autonoma, in base alla 

ǊƛŎƘƛŜǎǘŀ ŘΩŀǊƛŀ Řŀ ǇŀǊǘŜ ŘŜƭƭΩǳǘŜƴǘŜΦ [ΩŀǾǾƛŀƳŜƴǘƻ Řƛ ǳƴƻ ƻ ǇƛǴ ƎǊǳǇǇƛ ǇƻƳǇŀƴǘƛΣ ŝ Řŀǘƻ Řŀƭ ŎƻƴǎǳƳƻ ŘΩŀǊƛŀ ŘŜƭƭΩǳǘŜƴǘŜΦ Lƴ ōase alla quantità 

di aria richiesta, la gestione automatica LP CONTROL DEVICE ŀŎŎŜƴŘŜǊŁ ǳƴƻ ŀƭƭŀ Ǿƻƭǘŀ ƛ ƳƻǘƻǊƛ ŜƭŜǘǘǊƛŎƛ ƛƴ ōŀǎŜ ŀƭ ŦŀōōƛǎƻƎƴƻ ŘΩŀǊƛŀΦ {Ŝ ƛƭ 

ŎƻƴǎǳƳƻ ŘΩŀǊƛŀ ŝ ǊƛŘƻǘǘƻΣ ŦŀǊŁ ǇŀǊǘƛǊŜ ǳƴ ǎƻƭƻ ƳƻǘƻǊŜΣ ŀ ǊƻǘŀȊƛƻƴŜ Ŏƻƴ Ǝƭƛ ŀƭǘǊƛ ŘǳŜΣ ƛƴ ōŀǎŜ ŀƭ ƳƻƴǘŜ ƻǊŜ Řƛ ƭŀǾƻǊƻ ŀŎŎǳƳǳƭŀto. Se invece il 

fabōƛǎƻƎƴƻ ŘΩŀǊƛŀ ŝ ǇƛǴ ŜƭŜǾŀǘƻ ŜŘ ǳƴ ǎƻƭƻ ǇƻƳǇŀƴǘŜ ƴƻƴ ŝ ǎǳŦŦƛŎƛŜƴǘŜΣ ŀƭƭƻǊŀ ƭŀ ƎŜǎǘƛƻƴŜ ŀǳǘƻƳŀǘƛŎŀ ŦŀǊŁ ǇŀǊǘƛǊŜ ŀƴŎƘŜ ƛƭ ǎŜŎƻƴdo motore 

elettrico, e di conseguenza, a valori di pressione stabili, accenderà anche il terzo motore elettrico. Questo tipo di gestione dei pompanti, fa 

risparmiare corrente elettrica ed evita spunti di consumo elettrico frequenti e troppo elevati. In modalità manuale invece, è ƭΩǳǘŜƴǘŜ ŀ 

decidere quale gruppo pompante utilizzare e quale invece fermare, in caso di manutenzione ad uno o più dei pompanti. 

Il sistema di gestione automatico LP CONTROL DEVICE controlla le ore di lavoro totali del compressore e le ore di lavoro di ogni singolo gruppo 

pompante e, di conseguenza, anche degli essiccatori. Il comando motori è provvisto di controllo termico, che in caso di eccessivo 

assorbimento di corrente elettrica, ferma il motore, comunica alla gestione automatica il malfunzionamento, e fa partire subito un altro 

ƳƻǘƻǊŜ ŜƭŜǘǘǊƛŎƻΣ ŎƻǎƜ Řŀ ƴƻƴ ŦŜǊƳŀǊŜ ƭΩǳǘŜƴǘŜ ƴŜƭ ǎǳƻ ƭŀǾƻǊƻΦ Lƭ ǎƛǎǘŜƳŀ ŀǾǾƛǎŀ ǉǳŀƴŘƻ ƛƭ ŎƻƳǇǊŜǎǎƻǊe deve fare la manutenzione 

programmata ed ogni eventuale allarme riscontrato. La manutenzione viene effettuata su tutti i gruppi pompanti durante la stessa 

manutenzione, in quanto le ore di lavoro sono uguali per tutti i pompanti presenti sul compressore. È possibile affiancare e collegare tra loro 

fino a 10 LP CONTROL DEVICE, quindi fino a 30 gruppi pompanti, tramite collegamento RS485.  

vǳŜǎǘƻ ǎƛǎǘŜƳŀ Řƛ ƎŜǎǘƛƻƴŜ ŎƻƴǘǊƻƭƭŀǘŀΣ ŎƻƴǎŜƴǘŜ ƳŀƎƎƛƻǊŜ ǎǘŀōƛƭƛǘŁ ŘŜƭ ǇǊƻŎŜǎǎƻΣ ƭΩƻǘǘƛƳƛȊȊŀȊƛƻƴŜ ŘŜƭ ŎƻƳǇǊŜǎǎƻǊŜ Ŝ ŘŜƛ ƎǊǳǇpi pompanti, 

ƭΩƻǘǘƛƳƛȊȊŀȊƛƻƴŜ ŘŜƛ ǘŜƳǇƛ Řƛ ƭŀǾƻǊƻΣ ƭŀ ǊƛŘǳȊƛƻƴŜ ŘŜƭ Ŏƻǎǘƻ ŜƴŜǊƎŜǘƛŎƻ Ŝ ƳŀƴǳǘŜƴȊƛƻƴŜ ƳƛƴƛƳŀΦ ! ǊƛŎƘƛŜǎǘŀΣ ŝ Ǉƻǎǎƛōƛƭe aggiungere il modulo 

per la comunicazione dei guasti tramite mail, ad un determinato indirizzo di posta elettronica, per essere sempre informati in tempo reale 

sulle condizioni del compressore (sistema IoT). 
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