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Art. LOW PRESSURE  (ENG-ITA) Rev. 00/21 Proprietà di NARDI®  COMPRESSORI 

 

 

(ENG) NARDI COMPRESSORI was founded in 1965 by 

the  Ghiotto family in Montecchio Maggiore 

(Vicenza). The symbol   .  .   indicates the union of the 

two names Nardi and Ghiotto owners of the company 

and leaders in the design and construction of high-

tech compressors. In 2008 ongoing investments to 

improve production processes led to the purchase of 

a facility of 7000 m2 with modern and efficient 

departments. In 2010, the company was certified UNI 

EN ISO 9001:2015 with the certifying body TÜV which 

is among the most qualified in the world. Always 

careful about production and technology, NARDI 

COMPRESSORI is proud of having a fully ITALIAN 

production with testing of each product 

individually. Today NARDI COMPRESSORI distributes in over 100 countries around the world its vast range of 

compressors from 8 bar up to over 500 bar with a production of over 30,000 units each year.  

 

(ITA) NARDI COMPRESSORI è stata fondata nel 1965 dalla famiglia 

Ghiotto a Montecchio Maggiore (VI). Il simbolo          .ƛƴŘƛŎŀ ƭΩǳƴƛƻƴŜ 

dei due nomi NARDI e GHIOTTO titolari della azienda, leader nella 

progettazione e costruzione di compressori ad alto contenuto 

tecnologico. I continui investimenti atti a migliorare i processi 

ǇǊƻŘǳǘǘƛǾƛ Ƙŀƴƴƻ ǇƻǊǘŀǘƻ ƴŜƭ нллу ŀƭƭΩacquisto dello stabilimento di 

7000 m3 Ŏƻƴ ǊŜǇŀǊǘƛ ŜŦŦƛŎƛŜƴǘƛ Ŝ ƳƻŘŜǊƴƛΦ bŜƭ нлмл ƭΩŀȊƛŜƴŘŀ ǎƛ ŝ 

certificata UNI EN ISO 9001:2015 Ŏƻƴ ƭΩŜƴǘŜ ŎŜǊǘƛŦƛŎŀƴǘŜ ¢«± ŦǊŀ ƛ 

più qualificati al mondo. Sempre attenta alla produzione e alla 

tecnologia, la NARDI COMPRESSORI vanta di una produzione 

completamente ITALIANA con collaudi di ogni singolo articolo. Oggi 

è apprezzata in più di 100 paesi in tutto il mondo con una gamma di 

compressori che va dai 8 bar fino a oltre i 500 bar e una produzione 

che supera i 30.000 pezzi prodotti ogni anno. 
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Compressor Model                                 Tank Cylinders Air Intake   Pressure Power Phase Revolution Noise Weight Dimensions 

Modello Compressore Serb. Cilindri Aria Aspirata  Pressione Motore Fase Giri Rumore Peso Dimensioni 

Type Liters N° l/min. - C.F.M. ς m3/h Bar ς Psi HP - kW Type Rpm dB Kg - Lbs cm (LxWxH) 

SILVERSTONE - 1 100 ς 3,5 ς 6  8 ς 114   0,5 ς 0,35 Single 2800 72 7 ς 15,4 33 x 15 x 23 

 

With automatic thermal protection 

Con protezione termica automatica  
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Compressor Model                                 Tank Cylinders Air Intake   Pressure Power Phase Revolution Noise Weight Dimensions 

Modello Compressore Serb. Cilindri Aria Aspirata  Pressione Motore Fase Giri Rumore Peso Dimensioni 

Type Liters N° l/min. - C.F.M. ς m3/h Bar ς Psi HP - kW Type Rpm dB Kg - Lbs cm (LxWxH) 

SILVERSTONE 2 5 1 100 ς 3,5 ς 6  8 ς 114   0,5 ς 0,35 Single 2800 72 10 ς 22 41 x 15 x 39 

 

With automatic thermal protection 

Con protezione termica automatica  
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Compressor Model                                 Tank Cylinders Air Intake   Pressure Power Phase Revolution Noise Weight Dimensions 

Modello Compressore Serb. Cilindri Aria Aspirata  Pressione Motore Fase Giri Rumore Peso Dimensioni 

Type Liters N° l/min. - C.F.M. ς m3/h Bar ς Psi HP - kW Type Rpm dB Kg - Lbs cm (LxWxH) 

ESPRIT 3T 60/4 3 2 105 ς 3,7 ς 6,3  10 ς 145   0,75 ς 0,5 Single 1400 52  13 ς 29 45 x 24 x 28 

ESPRIT 3T 60/2 3 2 210 ς 7,4 ς 12,6  10 ς 145   0,75 ς 0,5 Single 2800 62  13 ς 29 45 x 24 x 28 

ESPRIT 3T 65/4 3 2 125 ς 4,4 ς 7,5  10 ς 145   0,90 ς 0,65 Single 1400 53  13,5 - 30 45 x 24 x 28 

ESPRIT 3T 65/2 3 2 250 ς 8,8 ς 15  10 ς 145   0,90 ς 0,65 Single 2800 63  13,5 - 30 45 x 24 x 28 

 

With automatic thermal protection 

Con protezione termica automatica  
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Compressor Model                                 Tank Cylinders Air Intake   Pressure Power Phase Revolution Noise Weight Dimensions 

Modello Compressore Serb. Cilindri Aria Aspirata  Pressione Motore Fase Giri Rumore Peso Dimensioni 

Type Liters N° l/min. - C.F.M. ς m3/h Bar ς Psi HP - kW Type Rpm dB Kg - Lbs cm (LxWxH) 

ESPRIT 3 15L. 60/4 15 2 105 ς 3,7 ς 6,3  10 ς 145   0,75 ς 0,5 Single 1400 52  18 ς 39,7 47 x 22 x 40 

ESPRIT 3 15L. 60/2 15 2 210 ς 7,4 ς 12,6  10 ς 145   0,75 ς 0,5 Single 2800 62  18 ς 39,7 47 x 22 x 40 

ESPRIT 3 15L. 65/4 15 2 125 ς 4,4 ς 7,5  10 ς 145   0,90 ς 0,65 Single 1400 53  18,5 - 40,8 47 x 22 x 40 

ESPRIT 3 15L. 65/2 15 2 250 ς 8,8 ς 15  10 ς 145   0,90 ς 0,65 Single 2800 63  18,5 - 40,8 47 x 22 x 40 

 

With automatic thermal protection 

Con protezione termica automatica  
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Compressor Model                                 Tank Cylinders Air Intake   Pressure Power Phase Revolution Noise Weight Dimensions 

Modello Compressore Serb. Cilindri Aria Aspirata  Pressione Motore Fase Giri Rumore Peso Dimensioni 

Type Liters N° l/min. - C.F.M. ς m3/h Bar ς Psi HP - kW Type Rpm dB Kg - Lbs cm (LxWxH) 

ESPRIT 1 10L. 60/4 10 2 105 ς 3,7 ς 6,3  10 ς 145   0,75 ς 0,5 Single 1400 52  17 ς 37,5 41 x 35 x 68 

ESPRIT 1 10L. 60/2 10 2 210 ς 7,4 ς 12,6  10 ς 145   0,75 ς 0,5 Single 2800 62  17 ς 37,5 41 x 35 x 68 

ESPRIT 1 10L. 65/4 10 2 125 ς 4,4 ς 7,5  10 ς 145   0,90 ς 0,65 Single 1400 53  17,5 ς 38,6 41 x 35 x 68 

ESPRIT 1 10L. 65/2 10 2 250 ς 8,8 ς 15  10 ς 145   0,90 ς 0,65 Single 2800 63  17,5 ς 38,6 41 x 35 x 68 

 

With automatic thermal protection 

Con protezione termica automatica  
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Compressor Model                                 Tank Cylinders Air Intake   Pressure Power Phase Revolution Noise Weight Dimensions 

Modello Compressore Serb. Cilindri Aria Aspirata  Pressione Motore Fase Giri Rumore Peso Dimensioni 

Type Liters N° l/min. - C.F.M. ς m3/h Bar ς Psi HP - kW Type Rpm dB Kg - Lbs cm (LxWxH) 

ESPRIT SILENCED 5L. 60/4 5 2 105 ς 3,7 ς 6,3  10 ς 145   0,75 ς 0,5 Single 1400 48  20 ς 44,1 41 x 25 x 39 

ESPRIT SILENCED 5L. 60/2 5 2 210 ς 7,4 ς 12,6  10 ς 145   0,75 ς 0,5 Single 2800 55  20 ς 44,1 41 x 25 x 39 

ESPRIT SILENCED 5L. 65/4 5 2 125 ς 4,4 ς 7,5  10 ς 145   0,90 ς 0,65 Single 1400 49  20,5 - 45,2 41 x 25 x 39 

ESPRIT SILENCED 5L. 65/2 5 2 250 ς 8,8 ς 15  10 ς 145   0,90 ς 0,65 Single 2800 56  20,5 - 45,2 41 x 25 x 39 

 

With automatic thermal protection 

Con protezione termica automatica  
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Compressor Model                                 Tank Cylinders Air Intake   Pressure Power Phase Revolution Noise Weight Dimensions 

Modello Compressore Serb. Cilindri Aria Aspirata  Pressione Motore Fase Giri Rumore Peso Dimensioni 

Type Liters N° l/min. - C.F.M. ς m3/h Bar ς Psi HP - kW Type Rpm dB Kg - Lbs cm (LxWxH) 

EXTREME 3T 0,75 HP 5 2 200 ς 7,0 ς 12 10 ς 145   0,75 ς 0,55 Single 1400 72 20,5 ς 45 53 x 31 x 39 

EXTREME 3T 1,5 HP 5 2 240 ς 8,5 ς 14,4 10 ς 145   1,50 ς 1,1 Single 1400 72 23 ς 51 53 x 31 x 39 

EXTREME 3T 1,5 HP 15 BAR 5 2 115 ς 4,0 ς 6,9 15 ς 217   1,50 ς 1,1 Single 1400 72 23 ς 51 53 x 31 x 39 

EXTREME 3T 2,0 HP 5 2 400 ς 14,1 ς 24 10 ς 145 2,00 ς 1,5 Single 2800 82 26,5 ς 58 53 x 31 x 39 

 

With automatic thermal protection 

Con protezione termica automatica  
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Compressor Model                                 Tank Cylinders Air Intake   Pressure Power Phase Revolution Noise Weight Dimensions 

Modello Compressore Serb. Cilindri Aria Aspirata  Pressione Motore Fase Giri Rumore Peso Dimensioni 

Type Liters N° l/min. - C.F.M. ς m3/h Bar ς Psi HP - kW Type Rpm dB Kg - Lbs cm (LxWxH) 

EXTREME 3T 2,0 HP 1400 5 2 350 ς 12,4 ς 21 10 ς 145   2,00 ς 1,5 Single 1400 73 27 ς60 58 x 31 x 39 

 

With automatic thermal protection 

Con protezione termica automatica  
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Compressor Model                                 Tank Cylinders Air Intake   Pressure Power Phase Revolution Noise Weight Dimensions 

Modello Compressore Serb. Cilindri Aria Aspirata  Pressione Motore Fase Giri Rumore Peso Dimensioni 

Type Liters N° l/min. - C.F.M. ς m3/h Bar ς Psi HP - kW Type Rpm dB Kg - Lbs cm (LxWxH) 

EXTREME 3 30L 0,75 HP 30 2 200 ς 7,0 ς 12 8 ς 114*   0,75 ς 0,55 Single 1400 72 28 ς 62 70 x 30 x 60 

EXTREME 3 30L 1,5 HP 30 2 240 ς 8,5 ς 14,4 8 ς 114*   1,50 ς 1,1 Single 1400 72 30,5 ς 67 70 x 30 x 60 

EXTREME 3 30L 2,0 HP 1400 30 2 350 ς 12,4 ς 21 8 ς 114* 2,00 ς 1,5 Single 1400 73 36,5 ς 81 70 x 30 x 60 

EXTREME 3 30L 2,0 HP 30 2 400 ς 14,1 ς 24 8 ς 114* 2,00 ς 1,5 Single 2800 82 34 ς 75 70 x 30 x 60 

       *Available also in max. 10bar  

With automatic thermal protection 

Con protezione termica automatica  
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Compressor Model                                 Tank Cylinders Air Intake   Pressure Power Phase Revolution Noise Weight Dimensions 

Modello Compressore Serb. Cilindri Aria Aspirata  Pressione Motore Fase Giri Rumore Peso Dimensioni 

Type Liters N° l/min. - C.F.M. ς m3/h Bar ς Psi HP - kW Type Rpm dB Kg - Lbs cm (LxWxH) 

EXTREME 3 50L 0,75 HP 50 2 200 ς 7,0 ς 12 8 ς 114*   0,75 ς 0,55 Single 1400 72 33,5 ς 74 81 x 40 x 69 

EXTREME 3 50L 1,5 HP 50 2 240 ς 8,5 ς 14,4 8 ς 114*   1,50 ς 1,1 Single 1400 72 36 ς 80 81 x 40 x 69 

EXTREME 3 50L 2,0 HP 1400 50 2 350 ς 12,4 ς 21 8 ς 114*   2,00 ς 1,5 Single 1400 73 43 ς 95 81 x 40 x 69 

EXTREME 3 50L 2,0 HP 50 2 400 ς 14,1 ς 24 8ς 114* 2,00 ς 1,5 Single 2800 82 39,5 ς 87 81 x 40 x 69 

       *Available also in max. 10bar 

With automatic thermal protection 

Con protezione termica automatica  
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Compressor Model                                 Tank Cylinders Air Intake   Pressure Power Phase Revolution Noise Weight Dimensions 

Modello Compressore Serb. Cilindri Aria Aspirata  Pressione Motore Fase Giri Rumore Peso Dimensioni 

Type Liters N° l/min. - C.F.M. ς m3/h Bar ς Psi HP - kW Type Rpm dB Kg - Lbs cm (LxWxH) 

EXTREME 1 10L 0,75 HP 10 2 200 ς 7,0 ς 12 10 ς 145   0,75 ς 0,55 Single 1400 72 22,5 ς 50 42 x 39 x 72 

EXTREME 1 10L 1,5 HP 10 2 240 ς 8,5 ς 14,4 10 ς 145   1,50 ς 1,1 Single 1400 72 25 ς 55 42 x 39 x 72 

EXTREME 1 10L 2,0 HP 1400 10 2 350 ς 12,4 ς 21 10 ς 145   2,00 ς 1,5 Single 1400 73 30 ς 66 42 x 39 x 72 

EXTREME 1 10L 2,0 HP 10 2 400 ς 14,1 ς 24 10 ς 145 2,00 ς 1,5 Single 2800 82 28,5 ς 63 42 x 39 x 72 

 

With automatic thermal protection 

Con protezione termica automatica  
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Compressor Model                                 Tank Cylinders Air Intake   Pressure Power Phase Revolution Noise Weight Dimensions 

Modello Compressore Serb. Cilindri Aria Aspirata  Pressione Motore Fase Giri Rumore Peso Dimensioni 

Type Liters N° l/min. - C.F.M. ς m3/h Bar ς Psi HP - kW Type Rpm dB Kg - Lbs cm (LxWxH) 

EXTREME 1 25L 0,75 HP 25 2 200 ς 7,0 ς 12  8 ς 114* 0,75 ς 0,55 Single 1400 72 30,5 ς 67 54 x 60 x 83 

EXTREME 1 25L 1,50 HP 25 2 240 ς 8,5 ς 14,4  8 ς 114* 1,50 ς 1,1 Single 1400 72 33 ς 73 54 x 60 x 83 

EXTREME 1 25L 2,00 HP 1400 25 2 350 ς 12,4 ς 21  8ς 114* 2,00 ς 1,5 Single 1400 73 38,5 ς 85 54 x 60 x 83 

EXTREME 1 25L 2,00 HP 25 2 400 ς 14,1 ς 24  8 ς 114* 2,00 ς 1,5 Single 2800 82 36,5 ς 80 54 x 60 x 83 

       *Available also in max. 10bar 

With automatic thermal protection 

Con protezione termica automatica  
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Compressor Model                                 Tank Cylinders Air Intake   Pressure Power Phase Revolution Noise Weight Dimensions 

Modello Compressore Serb. Cilindri Aria Aspirata  Pressione Motore Fase Giri Rumore Peso Dimensioni 

Type Liters N° l/min. - C.F.M. ς m3/h Bar ς Psi HP - kW Type Rpm dB Kg - Lbs cm (LxWxH) 

EXTREME TN 22L 0,75 HP 11+11 2 200 ς 7,0 ς 12 10 ς 145   0,75 ς 0,55 Single 1400 72 47,5 ς 105 75 x 67 x 56 

EXTREME TN 22L 1,50 HP 11+11 2 240 ς 8,5 ς 14,4 10 ς 145   1,50 ς 1,1 Single 1400 72 50 ς 110 75 x 67 x 56 

EXTREME TN 22L 2,00 HP 1400 11+11 2 350 ς 12,4 ς 21 10 ς 145   2,00 ς 1,5 Single 1400 73 55 ς 121 75 x 67 x 56 

EXTREME TN 22L 2,00 HP  11+11 2 400 ς 14,1 ς 24 10 ς 145 2,00 ς 1,5 Single 2800 82 53 ς 116 75 x 67 x 56 

EXTREME TN 22L 2,50 HP 11+11 4 480 ς 17  ς 29 10 ς 145 2,50 ς 1,84 Single 1400 73 58 ς 128 75 x 67 x 56 

EXTREME TN 22L 3,00 HP 11+11 4 600 ς 21,2 ς 36 10 ς 145 3,00 ς 2,20 Three 1400 73 60 ς 132 75 x 67 x 56 

 

With automatic thermal protection 

Con protezione termica automatica  
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